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Transtherm® Thermally Conductive Adhesive

Attention:
All data and values of  this technical information have been ascertained with care. Taking into consideration the multiplicity of  both usage conditions and the process and application technologies, the data and 
information supplied represent lead values of  a non-binding nature so that no warranty claims can be derived there from. Above all, in addition to our general sales conditions, only written agreements are 

regarded as being binding

Physical Properties TAP003 TAP005 TAP105 T2022 T2-2021 T2 -2022 TE 002 TE 005 Test Method

Adhesive properties one sided both sides both sides transfer one sided both sides both sides both sides  

Color yellow Yellow white white white/silver white dark grey dark grey Visual

Thermal Resistance (°C.In2/Watt) <0.3 <0.3 0.4 0.15 0.3 0.3 ASTM D5470

Min. Continuous Use Temperature (°C) -40 -40 -40 -40 -40 -40 -10 -10 MIL-I-49456A

Max. Continuous Use Temperature (°C) 150 150 150 150 150 150 80 80  

Thermal Conductivity (W/mK) 0.6 >0.6 0.6 >0.8 0.9 0.8 n/a n/a ASTM D5470

Dielectric Strength (K Volts, minimum) 6.7 6.7 6 n/a n/a n/a n/a n/a ASTM D149

Thickness (mm) 0.075 0.125 0.125 0.1 0.2 0.25 0.05 0.13 ASTM D374

                  (mil) 3 5 5 4  4 6  ± 0.01 ± 0.02  

Electrical Resistance, X-Y-Z direction n/a n/a n/a n/a n/a n/a X-Y < 0.1 
Z < 0.15

X-Y < 0.1 
Z < 0.1  

Shear Strength (KPa) 840 840 810 n/a 840 840 n/a n/a ASTM D1002

Shear Strength after soldering bath 
(KPa)

1120 1120 840 n/a 1120 1120 n/a n/a ASTM D1002
             

Adhesion against copper (N/m) 920 920 n/a n/a n/a n/a n/a n/a ASTM D257

Adhesion against aluminium (N/m) 620 620 600 500 n/a n/a n/a n/a ASTM D792

Shear Strength after solder bath (1000 
hrs) n/a n/a n/a n/a n/a n/a n/a n/a ASTM D828

Elongation (%) 35 35 50 200 n/a n/a n/a n/a ASTM D828

Peel Strength from steel plate (lb/inch) n/a n/a n/a n/a 250 250 320 600  

Construction

Substrate / Reinforcement

Acrylic adhesive Acrylic adhesive Acrylic adhesive Acrylic adhesive Acrylic adhesive Acrylic adhesive Acrylic adhesive Acrylic adhesive  

Polyimid Polyimid PEN   Aluminium Aluminium Non woven fabric Woven fabric  


